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(b) The owner or operator of an af-
fected facility must comply with the
municipal waste combustor operating
practice requirements listed in 40 CFR
60.53b(b) and (c) of subpart Eb. For cal-
culating the steam (or feedwater) flow
required under 40 CFR 60.58(i)(6)(i), pro-
ceed in accordance with ASME PTC
4.1–1964 (Reaffirmed 1991), Power Test
Codes: Test Code for Steam Generating
Units (with 1968 and 1969 Addenda). For
design, construction, installation, cali-
bration, and use of nozzles and orifices
required in 40 CFR 60.58(i)(6)(ii), pro-
ceed in accordance with the rec-
ommendations in ASME Interim Sup-
plement 19.5 on Instruments and Appa-
ratus: Application, Part II of Fluid Me-
ters, 6th Edition (1971). The Director of
the Federal Register approves these
incorporations by reference in accord-
ance with 5 U.S.C. 552(a) and 1 CFR
part 51. You may obtain a copy from
the American Society of Mechanical
Engineers, Service Center, 22 Law
Drive, Post Office Box 2900, Fairfield,
NJ 07007. You may inspect a copy at
the Office of Air Quality Planning and
Standards Air Docket, EPA, Mutual
Building, Room 540, 411 West Chapel
Hill Street, Durham, NC 27701, or at the
Office of the Federal Register, 800
North Capitol Street, NW., Suite 700,
Washington, D.C.

§ 62.14105 Requirements for municipal
waste combustor operator training
and certification.

The owner or operator of an affected
facility must comply with the munic-
ipal waste combustor operator training
and certification requirements listed in
paragraphs (a) through (g) of this sec-
tion. For affected facilities, compliance
with the municipal waste combustor
operator training and certification re-
quirements specified under paragraphs
(a), (b), (d), and (g) of this section must
be no later than 12 months after the ef-
fective date of this subpart.

(a) Each chief facility operator and
shift supervisor must obtain and main-
tain a current provisional operator cer-
tification from either the American
Society of Mechanical Engineers QRO–
1–1994 or a State certification program
in Connecticut and Maryland (if the af-
fected facility is located in either of
the respective States). If ASME certifi-

cation is chosen, proceed in accordance
with ASME QRO–1–1994, Standard for
the Qualification and Certification of
Resource Recovery Facility Operators.
The Director of the Federal Register
approves this incorporation by ref-
erence in accordance with 5 U.S.C.
552(a) and 1 CFR part 51. You may ob-
tain a copy from the American Society
of Mechanical Engineers, Service Cen-
ter, 22 Law Drive, Post Office Box 2900,
Fairfield, NJ 07007. You may inspect a
copy at the Office of Air Quality Plan-
ning and Standards Air Docket, EPA,
Mutual Building, Room 540, 411 West
Chapel Hill Street, Durham, NC 27701
or at the Office of the Federal Register,
800 North Capitol Street, NW., Suite
700, Washington, DC.

(b) Each chief facility operator and
shift supervisor must have completed
full certification or must have sched-
uled a full certification exam with ei-
ther the American Society of Mechan-
ical Engineers QRO–1–1994 or a State
certification program in Connecticut
and Maryland (if the affected facility is
located in either of the respective
States). If ASME certification is cho-
sen, proceed in accordance with ASME
QRO–1–1994, Standard for the Qualifica-
tion and Certification of Resource Re-
covery Facility Operators. The Direc-
tor of the Federal Register approves
this incorporation by reference in ac-
cordance with 5 U.S.C. 552(a) and 1 CFR
part 51. You may obtain a copy from
the American Society of Mechanical
Engineers, Service Center, 22 Law
Drive, Post Office Box 2900, Fairfield,
NJ 07007. You may inspect a copy at
the Office of Air Quality Planning and
Standards Air Docket, EPA, Mutual
Building, Room 540, 411 West Chapel
Hill Street, Durham, NC 27701 or at the
Office of the Federal Register, 800
North Capitol Street, NW., Suite 700,
Washington, DC.

(c) The owner or operator of an af-
fected facility must not allow the facil-
ity to be operated at any time unless
one of the following persons is on duty
at the affected facility: a fully certified
chief facility operator; a provisionally
certified chief facility operator who is
scheduled to take the full certification
exam no later than 12 months after the
effective date of this subpart; a fully
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certified shift supervisor; or a provi-
sionally certified shift supervisor who
is scheduled to take the full certifi-
cation exam no later than 12 months
after the effective date of this subpart.
If one of the persons listed in this para-
graph must leave the affected facility
during their operating shift, a provi-
sionally certified control room oper-
ator who is onsite at the affected facil-
ity may fulfill the requirement in this
paragraph.

(d)(1) Each chief facility operator,
shift supervisor, and control room op-
erator at an affected facility must
complete the EPA municipal waste
combustor operator training course or
the State municipal waste combustor
operator training course in Con-
necticut (if the affected facility is lo-
cated in Connecticut).

(2) The requirement specified in this
paragraph does not apply to chief facil-
ity operators, shift supervisors, and
control room operators who have ob-
tained full certification from the
American Society of Mechanical Engi-
neers on or before the effective date of
this subpart. The owner or operator of
an affected facility may request that
the EPA Administrator waive the re-
quirement specified in this paragraph
for chief facility operators, shift super-
visors, and control room operators who
have obtained provisional certification
from the American Society of Mechan-
ical Engineers on or before the effec-
tive date of this subpart.

(e) The owner or operator of an af-
fected facility must develop and update
on a yearly basis a site-specific oper-
ating manual that must, at a min-
imum, address the elements of munic-
ipal waste combustor unit operation
specified in paragraphs (e)(1) through
(e)(11) of this section.

(1) A summary of the applicable
standards under this subpart;

(2) A description of basic combustion
theory applicable to a municipal waste
combustor unit;

(3) Procedures for receiving, han-
dling, and feeding municipal solid
waste;

(4) Procedures for municipal waste
combustor unit startup, shutdown, and
malfunction;

(5) Procedures for maintaining proper
combustion air supply levels;

(6) Procedures for operating the mu-
nicipal waste combustor unit within
the standards established under this
subpart;

(7) Procedures for responding to peri-
odic upset or off-specification condi-
tions;

(8) Procedures for minimizing partic-
ulate matter carryover;

(9) Procedures for handling ash;
(10) Procedures for monitoring mu-

nicipal waste combustor unit emis-
sions; and

(11) Reporting and recordkeeping pro-
cedures.

(f) The owner or operator of an af-
fected facility must establish a train-
ing program to review the operating
manual according to the schedule spec-
ified in paragraphs (f)(1) and (f)(2) of
this section with each person who has
responsibilities affecting the operation
of an affected facility including, but
not limited to, chief facility operators,
shift supervisors, control room opera-
tors, ash handlers, maintenance per-
sonnel, and crane/load handlers.

(1) Each person specified in para-
graph (f) of this section must undergo
initial training no later than the date
specified in paragraph (f)(1)(i) or
(f)(1)(ii) of this section, whichever is
later.

(i) The date prior to the day the per-
son assumes responsibilities affecting
municipal waste combustor unit oper-
ation; or

(ii) The date 12 months after the ef-
fective date of this subpart.

(2) Annually, following the initial re-
view required by paragraph (f)(1) of this
section.

(g) The operating manual required by
paragraph (e) of this section must be
kept in a location readily accessible to
each person required to undergo train-
ing under paragraph (f) of this section.
The operating manual and records of
training must be available for inspec-
tion by the EPA or its delegated en-
forcement agency upon request.

§ 62.14106 Emission limits for munic-
ipal waste combustor fugitive ash
emissions.

(a) The owner or operator of an af-
fected facility must not cause to be dis-
charged to the atmosphere from that
affected facility visible emissions of
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